
Clearlite Photonic Fibers

Fiber 
Name

Operating 
Wavelength

Clad/Coating
Diameter

Order by
Part Number

TruePhase 980 Micro
TruePhase 980 400
TruePhase 980 245

TruePhase 1310 400 
TruePhase 1310 245
TruePhase 1310 Sensor

TruePhase 14XX 400
TruePhase 14XX 245

TruePhase 1550 400
TruePhase 1550 245

980 nm
980 nm
980 nm

1310 nm 
1310 nm
1310 nm

1400-1490 nm
1400-1490 nm

1550 nm
1550 nm

6.6
6.6
6.6

9.3 
9.3
5.5

9.8 (@ 1455 nm)
9.8 (@ 1455 nm)

10.5
10.5

≤2.8 mm
≤2.8 mm
≤2.8 mm

≤3.8 mm 
≤3.8 mm
≤3.0 mm

≤4.2 mm
≤4.2 mm

≤4.5 mm
≤4.5 mm

80/165 µm
125/400 µm
125/245 µm

125/400 µm 
125/245 µm
125/245 µm

125/400 µm
125/245 µm

125/400 µm
125/245 µm

F11317
F9920 

F9920-01

F9922 
F9922-01
F11358

BF06832
BF06832-01

BF06734
BF06734-01

Polarization-Maintaining
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Primary Coating 
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(UV Acrylate)

Slow Axis

Stress Applying Parts
(SAPs)

Fast Axis

Beat Length at
Operating WL
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